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Herzlich Willkommen
und vielen Dank, dass Sie sich für den Performer s800 entschieden haben.

Die Performer s800-Endstufe ist eine ultra-kompakte Endstufe, die 2 x 285 W an 4 Ohm, 2 x 185 an 8 Ohm und 
im Brückenbetrieb 450 W an 8 Ohm liefern kann. 

Die SPL 120V-Technik, die wir in unserer Professional Fidelity-Serie  VOLTAiR- Technologie nennen, gibt dem 
 Performer s800 einen unübertroffenen Dynamikumfang, Rauschabstand und höchste Übersteuerungsfestigkeit – 
was ein unverfälschtes und absolut entspanntes Hörvergnügen garantiert.

Performer s800 Stereo Power Amplifier

PWRPROTECT TEMP

VOLTAiR
120V DC Audio Rail

Voltage Selection:

Fuse:

1. Remove Fuse Holder
2. Exchange Fuses 
3. Flip Over   4. Reinstall

AVIS: RISQUE DE CHOC ÉLECTRIQUE • NE PAS OUVRIR

RISK OF ELECTRIC SHOCK
D O  N O T  O P E N

C AU T ION X L R W IRING
Pin 1 = GND

Pin 2 = Hot (+)
Pin 3 = Cold (–)
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~ 115V AC / ~230V AC, 50 Hz / 60 Hz, P max. 855VA
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NOTE: In Bridge Mode
INPUT R is NOT used!
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ONLY.
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L and R INPUT TRIMS
have to be set at the 
same value!
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BRIDGE MODE
ONOFF

Performer s800

Welcome
and thank you for choosing the Performer s800.

The Performer s800 amplifier is an ultra-compact power amplifier that delivers 2 x 285 W to 4 ohms loudspeak-
ers. In bridge mode it delivers 450 W into 8 ohms. 

VOLTAiR technology is what we also call the SPL 120V Rail Technology within the Professional Fidelity series. This 
makes the Performer s800 an outstandig device in terms of dynamic range, signal-to-noise ratio and headroom 
delivering an exceptional sound experience with invincible serenity, transparency and realness.

Performer s800 Stereo Power Amplifier
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Erste Schritte

Lesen und befolgen Sie bitte unbedingt die Anweisungen sowie die Sicherheitshinweise der 
dem Produkt beiliegenden Quickstart-Anleitung! Sie können sie auch hier downloaden.

Über den  -Button gelangen Sie zum Inhaltsverzeichnis. 

Über den  -Button gelangen Sie zur Frontansicht des Gerätes. 

Über den  -Button gelangen Sie zur Rückansicht des Gerätes. 

Über den  -Button gelangen Sie zurück zur letzten Ansicht.

Getting started

Read thoroughly and follow the instructions as well as the security advices of the Quickstart 
which is enclosed in the scope of delivery! You can also download the Quickstart here.

By pressing the  -Button you get to the table of contents. 

By pressing the  -Button you get to the front view of the unit. 

By pressing the  -Button you get to the rear view of the unit. 

By pressing the  -Button you get to the previous content.

https://spl.info/fileadmin/user_upload/produkte-w/Performer/Performer_s800_Quickstart.pdf
https://spl.info/fileadmin/user_upload/produkte-w/Performer/Performer_s800_Quickstart.pdf
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Frontansicht

Performer s800 Stereo Power Amplifier

PWRPROTECT TEMP

VOLTAiR
120V DC Audio Rail

Power-LED 1

Front view

Performer s800 Stereo Power Amplifier

PWRPROTECT TEMP

VOLTAiR
120V DC Audio Rail

Power LED 1
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Rückansicht (Stereo Mode)

Stereo-Mode Stereo-Mode

Stereo-Mode Stereo-Mode

Stereo-Mode Stereo-Mode

Stereo-ModeStereo-Mode

Voltage Selection:

Fuse:

1. Remove Fuse Holder
2. Exchange Fuses 
3. Flip Over   4. Reinstall

AVIS: RISQUE DE CHOC ÉLECTRIQUE • NE PAS OUVRIR

RISK OF ELECTRIC SHOCK
D O  N O T  O P E N

C AU T ION X L R W IRING
Pin 1 = GND

Pin 2 = Hot (+)
Pin 3 = Cold (–)
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Performer s800

Netzschalter 5

Netzspannung 4

Rear view (Stereo Mode)

Voltage Selection:

Fuse:

1. Remove Fuse Holder
2. Exchange Fuses 
3. Flip Over   4. Reinstall

AVIS: RISQUE DE CHOC ÉLECTRIQUE • NE PAS OUVRIR
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Performer s800

Stereo Mode

Stereo Mode

Stereo Mode

Stereo Mode

Stereo Mode

Stereo Mode

Stereo Mode

Stereo Mode

Mains Switch 5

Mains Voltage 4
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Rückansicht (Bridge Mode)

Bridge-ModeBridge-Mode

Voltage Selection:

Fuse:

1. Remove Fuse Holder
2. Exchange Fuses 
3. Flip Over   4. Reinstall

AVIS: RISQUE DE CHOC ÉLECTRIQUE • NE PAS OUVRIR

RISK OF ELECTRIC SHOCK
D O  N O T  O P E N

C AU T ION X L R W IRING
Pin 1 = GND

Pin 2 = Hot (+)
Pin 3 = Cold (–)
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Performer s800

Bridge-Mode

Bridge-Mode

Eingang16

Rear view (Bridge Mode)

Bridge ModeBridge Mode

Voltage Selection:

Fuse:

1. Remove Fuse Holder
2. Exchange Fuses 
3. Flip Over   4. Reinstall

AVIS: RISQUE DE CHOC ÉLECTRIQUE • NE PAS OUVRIR
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D O  N O T  O P E N

C AU T ION X L R W IRING
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Pin 2 = Hot (+)
Pin 3 = Cold (–)
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Bridge Mode
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Input16

Slave Thru17
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VOLTAiR – 120-Volt-Technik
VOLTAiR ist die synonyme Bezeichnung unserer 120-Volt-Technik in der Professional Fidelity-Serie. Die Audio-
signale werden dabei mit +/-60 V-Gleichspannung verarbeitet. Dies entspricht der doppelten Betriebs-
spannung gegenüber den besten diskreten Operationsverstärkern und der vierfachen von IC-basierten 
Halbleiter-Operationsverstärkern.

Durch die einzigartig hohe Betriebsspannung erzielt die VOLTAiR-Technik außergewöhnliche technische Spezifika-
tionen im Dynamikumfang, Rauschabstand und in der Übersteuerungsfestigkeit. Daraus resultiert ein unverfälsch-
tes, absolut entspanntes Hörvergnügen.

VOLTAiR – 120V Rail Technology
VOLTAiR is the synonym for our 120V Rail Technology within the Professional Fidelity series. The audio signals are 
processed with an unequalled +/-60V DC, which corresponds to twice that of discrete operational amplifiers and 
four-times that of semiconductor operational amplifiers.

VOLTAiR Technology reaches outstanding technical and sonic performances. Technically especially in terms of 
dynamic range and headroom and sonically especially in reproducing the finest details and delivering a totally 
relaxed sounding audio experience. Music sounds absolutely natural.
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Vergleiche
Die hier abgebildeten Diagramme stellen anschaulich die Überlegenheit der VOLTAiR-Technik dar.

Grundlegend für die Einordnung ist der direkte Zusammenhang von Betriebsspannung und Maximalpegel: je 
höher die Betriebsspannung ist, desto höhere Maximalpegel kann eine Schaltung verarbeiten. Da praktisch alle 
akustisch bzw. musikalisch wesentlichen Parameter auf dieser Beziehung beruhen, verbessert eine erhöhte 
Betriebsspannung auch die Werte für Dynamikumfang, Verzerrungsgrenze und Rauschabstand.

0

20

40

60

80

100

120
Volt

30 V

120 V

+ / - 15 Volt + / - 18 Volt + / - 60 Volt

Betriebsspannungen

120

125

130

135

140

145
dB

124,2

141,4

OPA 134@30 V OPA 134@36 V SPL-OP@120 V

Dynamikumfang 

Comparisons
These diagrams show how our VOLTAiR Technology compares to other circuits.

The direct relation between operating level and maximum level is fundamental for the classification: the higher 
the operating level, the higher the maximum level a circuit can handle. And since virtually all essential acoustic 
and musical parameters depend on this relation, a higher operating voltage also has a positive impact on the 
dynamic range, distortion limit and signal-to-noise ratio.
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Beachten Sie, dass die dB-Skalen nicht lineare, sondern exponentielle Steigerungen darstellen. Eine Erhöhung um 
3 dB entspricht bereits der doppelten Schallleistung, +6 dB entspricht dem doppelten Schalldruckpegel, +10 dB 
ergibt etwa eine Verdopplung der empfundenen Lautstärke. 

Unter Lautstärkebezug ist die VOLTAiR-Technik hinsichtlich Maximalpegel und Dynamikumfang doppelt so leis-
tungsfähig wie herkömmliche Komponenten und Schaltungen, da die Werte um ca. 10 dB besser sind.

Beim Klirrfaktor ist der SPL-OP mehr als 3 dB besser als der OPA 134 – unter Schalldruckpegelbezug entspricht das 
einer Verbesserung von mehr als 50 %. Die in der Audiotechnik meistgenutzte Betriebsspannung beträgt +/- 15 V.

Maximalpegel
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Klirrfaktor (THD&N)

Do bear in mind that dB scales do not represent linear but rather exponential increases. A 3 dB increase corre-
sponds to doubling the acoustic power, +6 dB correspond to twice the sound pressure level, and +10 dB corre-
spond to twice the perceived loudness. 

When it comes to volume, the VOLTAiR Technology exhibits a performance, in regard to maximum level and dynamic 
range, that is twice that of common components and circuits given that its values are approximately 10 dB higher.

THD measurements show a difference of more than 3 dB compared to the OPA134 at 36 V — in terms of sound 
pressure level, that corresponds to an improvement of more than 50%. The operating level most commonly used for 
audio equipment is +/- 15 volts.

Max. Audio Level

OPA 134@30 V OPA 134@36 V SPL-OP@120 V
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Eingänge
Der Performer s800 ist mit XLR-Eingängen (8, 12) für die symmetrische Verbindung zur Vor-
stufe ausgestattet. Die volle Ausgangsleistung (285 W an 4 Ohm, bzw. 185 W an 8 Ohm) 
wird bei +6 dBu am Eingang erreicht.

Zur unsymmetrischen (unbalanced) Verkabelung in Verbindung mit z.B. Cinch-Anschlüssen 
muss im Stecker des Anschlusskabels der Kaltleiter (Pin 3, cold –) mit der Masse (Pin 1, GND) verbunden werden.

Voltage Selection:

Fuse:

1. Remove Fuse Holder
2. Exchange Fuses 
3. Flip Over   4. Reinstall

AVIS: RISQUE DE CHOC ÉLECTRIQUE • NE PAS OUVRIR

RISK OF ELECTRIC SHOCK
D O  N O T  O P E N

C AU T ION X L R W IRING
Pin 1 = GND

Pin 2 = Hot (+)
Pin 3 = Cold (–)

Serial
Number

Made in Germany

Mono
3,5mm

Jack

INPUT L

INPUT L

AMP CTL

AMP CTL

Connect to SPL 
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AMP CTL output

for remote
power on/o�.
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230V AC: T 4 A L 250 V
115V AC: T 8 A L 250 V

Minimum Load: 4Ω Minimum Load: 4Ω

Minimum Load: 8Ω

~ 115V AC / ~230V AC, 50 Hz / 60 Hz, P max. 855VA
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MODE
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MODE

NOTE: In Bridge Mode
INPUT R is NOT used!

In Bridge Mode
use INPUT L
ONLY.

NOTE: In Bridge Mode
L and R INPUT TRIMS
have to be set at the 
same value!

+

BRIDGE MODE
ONOFF

Performer s800

balancedunbalanced

GND GND1

2

3
1
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3 cold –

hot + hot +

Inputs
The Performer s800 is equipped with XLR inputs (8, 12) for balanced connection to a pre-
amp. Full output power (2 x 285 W RMS into 4 ohms or 2 x 185 W RMS into 8 ohms) is per-
formed at +6 dBu at the input.

For unbalanced connection with e.g. RCA output connect Pin 3 to Ground in the external 
connector.

Voltage Selection:

Fuse:

1. Remove Fuse Holder
2. Exchange Fuses 
3. Flip Over   4. Reinstall

AVIS: RISQUE DE CHOC ÉLECTRIQUE • NE PAS OUVRIR

RISK OF ELECTRIC SHOCK
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C AU T ION X L R W IRING
Pin 1 = GND

Pin 2 = Hot (+)
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Minimum Load: 8Ω

~ 115V AC / ~230V AC, 50 Hz / 60 Hz, P max. 855VA
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ONLY.
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same value!
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Slave Thru
Über den SLAVE THRU (9, 13) kann das Eingangssignal als Weiterleitung an eine zweite 
Endstufe für beispielsweise den Bi-Wiring-Betrieb von Lautsprechern genutzt werden.

Pegel-Trim
Über die TRIM-Schalter (10, 14) kann das Eingangssignal separat für jeden Eingang in 
0,5 dB-Schritten um bis zu 5,5 dB abgesenkt werden. Dies ist zum einen bei Verwendung 
mehrerer Lautsprecherpaare hilfreich, um die Wiedergabelautstärke abzugleichen. Zum 
anderen erlaubt es eine präzise Anpassung im Bi-wiring-Betrieb.

Bridge Mode
Im Bridge Mode wird nur der linke Eingang genutzt. Die Pegel-Trim-Schalter und der rechte Eingang sind deaktiviert.

Voltage Selection:

Fuse:

1. Remove Fuse Holder
2. Exchange Fuses 
3. Flip Over   4. Reinstall

AVIS: RISQUE DE CHOC ÉLECTRIQUE • NE PAS OUVRIR

RISK OF ELECTRIC SHOCK
D O  N O T  O P E N

C AU T ION X L R W IRING
Pin 1 = GND

Pin 2 = Hot (+)
Pin 3 = Cold (–)

Serial
Number

Made in Germany

Mono
3,5mm

Jack

INPUT L

INPUT L

AMP CTL

AMP CTL

Connect to SPL 
Preampli�er/DAC
AMP CTL output

for remote
power on/o�.

INPUT R

INPUT R

    0         -5.5          -5       -4.5        -4         -3.5          -3         -2.5     
    -2

       
   -1

.5  
       

  -1 
        

-0.5 

    
   

 T
RI

M
   

    
 TH

RU

   
    

 TH

RU

   
    

 IN
PUT

   
    

 IN
PUT

    0         -5.5          -5       -4.5        -4         -3.5          -3         -2.5     
    -2

       
   -1

.5  
       

  -1 
        

-0.5 

   
   

  T
RI

M

230V AC: T 4 A L 250 V
115V AC: T 8 A L 250 V

Minimum Load: 4Ω Minimum Load: 4Ω

Minimum Load: 8Ω

~ 115V AC / ~230V AC, 50 Hz / 60 Hz, P max. 855VA

+ –
–

– +

BRIDGE
MODE

BRIDGE
MODE

NOTE: In Bridge Mode
INPUT R is NOT used!

In Bridge Mode
use INPUT L
ONLY.

NOTE: In Bridge Mode
L and R INPUT TRIMS
have to be set at the 
same value!

+

BRIDGE MODE
ONOFF

Performer s800

Voltage Selection:

Fuse:

1. Remove Fuse Holder
2. Exchange Fuses 
3. Flip Over   4. Reinstall

AVIS: RISQUE DE CHOC ÉLECTRIQUE • NE PAS OUVRIR

RISK OF ELECTRIC SHOCK
D O  N O T  O P E N

C AU T ION X L R W IRING
Pin 1 = GND

Pin 2 = Hot (+)
Pin 3 = Cold (–)

Serial
Number

Made in Germany

Mono
3,5mm

Jack

INPUT L

INPUT L

AMP CTL

AMP CTL

Connect to SPL 
Preampli�er/DAC
AMP CTL output

for remote
power on/o�.

INPUT R

INPUT R

    0         -5.5          -5       -4.5        -4         -3.5          -3         -2.5     
    -2

       
   -1

.5  
       

  -1 
        

-0.5 

    
   

 T
RI

M
   

    
 TH

RU

   
    

 TH

RU

   
    

 IN
PUT

   
    

 IN
PUT

    0         -5.5          -5       -4.5        -4         -3.5          -3         -2.5     
    -2

       
   -1

.5  
       

  -1 
        

-0.5 

   
   

  T
RI

M

230V AC: T 4 A L 250 V
115V AC: T 8 A L 250 V

Minimum Load: 4Ω Minimum Load: 4Ω

Minimum Load: 8Ω

~ 115V AC / ~230V AC, 50 Hz / 60 Hz, P max. 855VA

+ –
–

– +

BRIDGE
MODE

BRIDGE
MODE

NOTE: In Bridge Mode
INPUT R is NOT used!

In Bridge Mode
use INPUT L
ONLY.

NOTE: In Bridge Mode
L and R INPUT TRIMS
have to be set at the 
same value!

+

BRIDGE MODE
ONOFF

Performer s800

Slave Thru
The input is passively fed to the SLAVE THRU (9, 13) output for bi-wiring applications.

Trim
The input can be lowered with the TRIM switch (10, 14) from 0 dB to -5.5 dB in 0.5 dB 
steps. This is helpful if you want to use multi speaker sets or speakers in a bi-wiring applica-
tion. It allows to level speakers with different efficiency to equal loudness.

Bridge Mode
In bridge mode only the left input is used. The right input and the trim switches are deactivated.

Voltage Selection:

Fuse:

1. Remove Fuse Holder
2. Exchange Fuses 
3. Flip Over   4. Reinstall

AVIS: RISQUE DE CHOC ÉLECTRIQUE • NE PAS OUVRIR

RISK OF ELECTRIC SHOCK
D O  N O T  O P E N

C AU T ION X L R W IRING
Pin 1 = GND

Pin 2 = Hot (+)
Pin 3 = Cold (–)

Serial
Number

Made in Germany

Mono
3,5mm

Jack

INPUT L

INPUT L

AMP CTL

AMP CTL

Connect to SPL 
Preampli�er/DAC
AMP CTL output

for remote
power on/o�.

INPUT R

INPUT R

    0         -5.5          -5       -4.5        -4         -3.5          -3         -2.5     
    -2

       
   -1

.5  
       

  -1 
        

-0.5 

    
   

 T
RI

M
   

    
 TH

RU

   
    

 TH

RU

   
    

 IN
PUT

   
    

 IN
PUT

    0         -5.5          -5       -4.5        -4         -3.5          -3         -2.5     
    -2

       
   -1

.5  
       

  -1 
        

-0.5 

   
   

  T
RI

M

230V AC: T 4 A L 250 V
115V AC: T 8 A L 250 V

Minimum Load: 4Ω Minimum Load: 4Ω

Minimum Load: 8Ω

~ 115V AC / ~230V AC, 50 Hz / 60 Hz, P max. 855VA

+ –
–

– +

BRIDGE
MODE

BRIDGE
MODE

NOTE: In Bridge Mode
INPUT R is NOT used!

In Bridge Mode
use INPUT L
ONLY.

NOTE: In Bridge Mode
L and R INPUT TRIMS
have to be set at the 
same value!

+

BRIDGE MODE
ONOFF

Performer s800

Voltage Selection:

Fuse:

1. Remove Fuse Holder
2. Exchange Fuses 
3. Flip Over   4. Reinstall

AVIS: RISQUE DE CHOC ÉLECTRIQUE • NE PAS OUVRIR

RISK OF ELECTRIC SHOCK
D O  N O T  O P E N

C AU T ION X L R W IRING
Pin 1 = GND

Pin 2 = Hot (+)
Pin 3 = Cold (–)

Serial
Number

Made in Germany

Mono
3,5mm

Jack

INPUT L

INPUT L

AMP CTL

AMP CTL

Connect to SPL 
Preampli�er/DAC
AMP CTL output

for remote
power on/o�.

INPUT R

INPUT R

    0         -5.5          -5       -4.5        -4         -3.5          -3         -2.5     
    -2

       
   -1

.5  
       

  -1 
        

-0.5 

    
   

 T
RI

M
   

    
 TH

RU

   
    

 TH

RU

   
    

 IN
PUT

   
    

 IN
PUT

    0         -5.5          -5       -4.5        -4         -3.5          -3         -2.5     
    -2

       
   -1

.5  
       

  -1 
        

-0.5 

   
   

  T
RI

M

230V AC: T 4 A L 250 V
115V AC: T 8 A L 250 V

Minimum Load: 4Ω Minimum Load: 4Ω

Minimum Load: 8Ω

~ 115V AC / ~230V AC, 50 Hz / 60 Hz, P max. 855VA

+ –
–

– +

BRIDGE
MODE

BRIDGE
MODE

NOTE: In Bridge Mode
INPUT R is NOT used!

In Bridge Mode
use INPUT L
ONLY.

NOTE: In Bridge Mode
L and R INPUT TRIMS
have to be set at the 
same value!

+

BRIDGE MODE
ONOFF

Performer s800
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Lautsprecherausgänge
An die Lautsprecher-Anschlüsse (11, 15) können im Stereo Mode 4- 
oder 8-Ohm-, und im Bridge Mode 8-Ohm-Lautsprecher angeschlos-
sen werden. Sie können entweder die vergoldeten Anschlussklemmen 
mit 4 mm Kabeldurchführung (schraubbar) oder Bananenstecker 
nutzen. 

Achten Sie darauf, dass Sie die Polarität der Lautsprecher-Anschlüsse 
nicht vertauschen und das die Endstufe ausgeschaltet ist, wenn Sie 
Lautsprecherkabel anschließen.

Voltage Selection:

Fuse:

1. Remove Fuse Holder
2. Exchange Fuses 
3. Flip Over   4. Reinstall

AVIS: RISQUE DE CHOC ÉLECTRIQUE • NE PAS OUVRIR

RISK OF ELECTRIC SHOCK
D O  N O T  O P E N

C AU T ION X L R W IRING
Pin 1 = GND

Pin 2 = Hot (+)
Pin 3 = Cold (–)

Serial
Number

Made in Germany

Mono
3,5mm

Jack

INPUT L

INPUT L

AMP CTL

AMP CTL

Connect to SPL 
Preampli�er/DAC
AMP CTL output

for remote
power on/o�.

INPUT R

INPUT R

    0         -5.5          -5       -4.5        -4         -3.5          -3         -2.5     
    -2

       
   -1

.5  
       

  -1 
        
-0.5 

    
   

 T
RI

M
   

    
 TH

RU

   
    

 TH

RU

   
    

 IN
PUT

   
    

 IN
PUT

    0         -5.5          -5       -4.5        -4         -3.5          -3         -2.5     
    -2

       
   -1

.5  
       

  -1 
        

-0.5 

   
   

  T
RI

M

230V AC: T 4 A L 250 V
115V AC: T 8 A L 250 V

Minimum Load: 4Ω Minimum Load: 4Ω

Minimum Load: 8Ω

~ 115V AC / ~230V AC, 50 Hz / 60 Hz, P max. 855VA

+ –
–

– +

BRIDGE
MODE

BRIDGE
MODE

NOTE: In Bridge Mode
INPUT R is NOT used!

In Bridge Mode
use INPUT L
ONLY.

NOTE: In Bridge Mode
L and R INPUT TRIMS
have to be set at the 
same value!

+

BRIDGE MODE
ONOFF

Performer s800

Speaker outputs
You can connect 4 or 8 ohms loudspeakers to the speaker outputs 
(11, 15) in stereo mode. In bridge mode you can connect 8 ohms 
loudspeakers to the speaker outputs. You can either use the ø4 mm 
cable hole (screwable) or the banana plugs of the gold-plated loud-
speaker binding posts.

Make sure that you do not mix up the polarity of the speaker connec-
tions and that the power amplifier is switched off when you connect 
speaker cables.

Voltage Selection:

Fuse:

1. Remove Fuse Holder
2. Exchange Fuses 
3. Flip Over   4. Reinstall

AVIS: RISQUE DE CHOC ÉLECTRIQUE • NE PAS OUVRIR

RISK OF ELECTRIC SHOCK
D O  N O T  O P E N

C AU T ION X L R W IRING
Pin 1 = GND

Pin 2 = Hot (+)
Pin 3 = Cold (–)

Serial
Number

Made in Germany

Mono
3,5mm

Jack

INPUT L

INPUT L

AMP CTL

AMP CTL

Connect to SPL 
Preampli�er/DAC
AMP CTL output

for remote
power on/o�.

INPUT R

INPUT R

    0         -5.5          -5       -4.5        -4         -3.5          -3         -2.5     
    -2

       
   -1

.5  
       

  -1 
        
-0.5 

    
   

 T
RI

M
   

    
 TH

RU

   
    

 TH

RU

   
    

 IN
PUT

   
    

 IN
PUT

    0         -5.5          -5       -4.5        -4         -3.5          -3         -2.5     
    -2

       
   -1

.5  
       

  -1 
        

-0.5 

   
   

  T
RI

M

230V AC: T 4 A L 250 V
115V AC: T 8 A L 250 V

Minimum Load: 4Ω Minimum Load: 4Ω

Minimum Load: 8Ω

~ 115V AC / ~230V AC, 50 Hz / 60 Hz, P max. 855VA

+ –
–

– +

BRIDGE
MODE

BRIDGE
MODE

NOTE: In Bridge Mode
INPUT R is NOT used!

In Bridge Mode
use INPUT L
ONLY.

NOTE: In Bridge Mode
L and R INPUT TRIMS
have to be set at the 
same value!

+

BRIDGE MODE
ONOFF

Performer s800



 

14

Bridge Mode
Der Performer s800 kann im Bridge Mode betrieben werden, um beide Endstufenblöcke als Mono-Endstufe mit 
maximaler Ausgangsleistung (450 W an mind. 8 Ohm) zu nutzen. Hierbei nur den linken Eingang nutzen.

• Stellen Sie dazu den BRIDGE MODE-Schalter (7) in die Stellung ON. 
Warnung: Schalten Sie den Performer s800 über den Netzschalter (5) voll-
ständig aus, bevor Sie den BRIDGE MODE-Schalter betätigen.

Im Bridge Mode schließen Sie nur einen Lautsprecher mit mind. 8 Ohm an die Performer s800-Endstufe an. 
Benutzen Sie den Plus-Pol (+) des linken Lautsprecher-Ausgangs als Plus (+) zum Lautsprecher sowie den Plus-Pol 
(+) des rechten Lautsprecher-Ausgangs als Minus (–) zum Lautsprecher.

Die Pegel-Trim-Schalter und der rechte Eingang sind im Bridge Mode deaktiviert.

Voltage Selection:

Fuse:

1. Remove Fuse Holder
2. Exchange Fuses 
3. Flip Over   4. Reinstall

AVIS: RISQUE DE CHOC ÉLECTRIQUE • NE PAS OUVRIR

RISK OF ELECTRIC SHOCK
D O  N O T  O P E N

C AU T ION X L R W IRING
Pin 1 = GND

Pin 2 = Hot (+)
Pin 3 = Cold (–)

Serial
Number

Made in Germany

Mono
3,5mm

Jack

INPUT L

INPUT L

AMP CTL

AMP CTL

Connect to SPL 
Preampli�er/DAC
AMP CTL output

for remote
power on/o�.

INPUT R

INPUT R

    0         -5.5          -5       -4.5        -4         -3.5          -3         -2.5     
    -2

       
   -1

.5  
       

  -1 
        

-0.5 

    
   

 T
RI

M
   

    
 TH

RU

   
    

 TH

RU

   
    

 IN
PUT

   
    

 IN
PUT

    0         -5.5          -5       -4.5        -4         -3.5          -3         -2.5     
    -2

       
   -1

.5  
       

  -1 
        

-0.5 

   
   

  T
RI

M

230V AC: T 4 A L 250 V
115V AC: T 8 A L 250 V

Minimum Load: 4Ω Minimum Load: 4Ω

Minimum Load: 8Ω

~ 115V AC / ~230V AC, 50 Hz / 60 Hz, P max. 855VA

+ –
–

– +

BRIDGE
MODE

BRIDGE
MODE

NOTE: In Bridge Mode
INPUT R is NOT used!

In Bridge Mode
use INPUT L
ONLY.

NOTE: In Bridge Mode
L and R INPUT TRIMS
have to be set at the 
same value!

+

BRIDGE MODE
ONOFF

Performer s800

Voltage Selection:

Fuse:

1. Remove Fuse Holder
2. Exchange Fuses 
3. Flip Over   4. Reinstall

AVIS: RISQUE DE CHOC ÉLECTRIQUE • NE PAS OUVRIR

RISK OF ELECTRIC SHOCK
D O  N O T  O P E N

C AU T ION X L R W IRING
Pin 1 = GND

Pin 2 = Hot (+)
Pin 3 = Cold (–)

Serial
Number

Made in Germany

Mono
3,5mm

Jack

INPUT L

INPUT L

AMP CTL

AMP CTL

Connect to SPL 
Preampli�er/DAC
AMP CTL output

for remote
power on/o�.

INPUT R

INPUT R

    0         -5.5          -5       -4.5        -4         -3.5          -3         -2.5     
    -2

       
   -1

.5  
       

  -1 
        

-0.5 

    
   

 T
RI

M
   

    
 TH

RU

   
    

 TH

RU

   
    

 IN
PUT

   
    

 IN
PUT

    0         -5.5          -5       -4.5        -4         -3.5          -3         -2.5     
    -2

       
   -1

.5  
       

  -1 
        

-0.5 

   
   

  T
RI

M

230V AC: T 4 A L 250 V
115V AC: T 8 A L 250 V

Minimum Load: 4Ω Minimum Load: 4Ω

Minimum Load: 8Ω

~ 115V AC / ~230V AC, 50 Hz / 60 Hz, P max. 855VA

+ –
–

– +

BRIDGE
MODE

BRIDGE
MODE

NOTE: In Bridge Mode
INPUT R is NOT used!

In Bridge Mode
use INPUT L
ONLY.

NOTE: In Bridge Mode
L and R INPUT TRIMS
have to be set at the 
same value!

+

BRIDGE MODE
ONOFF

Performer s800

Bridge Mode
The Performer s800 can be operated in bridge mode to combine both channel amps for maximum power (450 W 
RMS into at least 8 ohms). Only use the left input then.

• Set the BRIDGE MODE (7) switch to ON. 
Warning: Power down the Performer s800 with the mains switch (5) before 
you activate the BRIDGE MODE switch.

In bridge mode you only connect a single loudspeaker with at least 8 ohms to the Performer s800 power ampli-
fier. Use the positive binding post (+) of the left speaker output to connect to the positive (+) input of the speaker. 
Use the positive binding post (+) of the right speaker output to connect to the negative (–) input of the speaker.

In bridge mode both the Trim switch and the right input are deactivated.

Voltage Selection:

Fuse:

1. Remove Fuse Holder
2. Exchange Fuses 
3. Flip Over   4. Reinstall

AVIS: RISQUE DE CHOC ÉLECTRIQUE • NE PAS OUVRIR

RISK OF ELECTRIC SHOCK
D O  N O T  O P E N

C AU T ION X L R W IRING
Pin 1 = GND

Pin 2 = Hot (+)
Pin 3 = Cold (–)

Serial
Number

Made in Germany

Mono
3,5mm

Jack

INPUT L

INPUT L

AMP CTL

AMP CTL

Connect to SPL 
Preampli�er/DAC
AMP CTL output

for remote
power on/o�.

INPUT R

INPUT R

    0         -5.5          -5       -4.5        -4         -3.5          -3         -2.5     
    -2

       
   -1

.5  
       

  -1 
        

-0.5 

    
   

 T
RI

M
   

    
 TH

RU

   
    

 TH

RU

   
    

 IN
PUT

   
    

 IN
PUT

    0         -5.5          -5       -4.5        -4         -3.5          -3         -2.5     
    -2

       
   -1

.5  
       

  -1 
        

-0.5 

   
   

  T
RI

M

230V AC: T 4 A L 250 V
115V AC: T 8 A L 250 V

Minimum Load: 4Ω Minimum Load: 4Ω

Minimum Load: 8Ω

~ 115V AC / ~230V AC, 50 Hz / 60 Hz, P max. 855VA

+ –
–

– +

BRIDGE
MODE

BRIDGE
MODE

NOTE: In Bridge Mode
INPUT R is NOT used!

In Bridge Mode
use INPUT L
ONLY.

NOTE: In Bridge Mode
L and R INPUT TRIMS
have to be set at the 
same value!

+

BRIDGE MODE
ONOFF

Performer s800

Voltage Selection:

Fuse:

1. Remove Fuse Holder
2. Exchange Fuses 
3. Flip Over   4. Reinstall

AVIS: RISQUE DE CHOC ÉLECTRIQUE • NE PAS OUVRIR

RISK OF ELECTRIC SHOCK
D O  N O T  O P E N

C AU T ION X L R W IRING
Pin 1 = GND

Pin 2 = Hot (+)
Pin 3 = Cold (–)

Serial
Number

Made in Germany

Mono
3,5mm

Jack

INPUT L

INPUT L

AMP CTL

AMP CTL

Connect to SPL 
Preampli�er/DAC
AMP CTL output

for remote
power on/o�.

INPUT R

INPUT R

    0         -5.5          -5       -4.5        -4         -3.5          -3         -2.5     
    -2

       
   -1

.5  
       

  -1 
        

-0.5 

    
   

 T
RI

M
   

    
 TH

RU

   
    

 TH

RU

   
    

 IN
PUT

   
    

 IN
PUT

    0         -5.5          -5       -4.5        -4         -3.5          -3         -2.5     
    -2

       
   -1

.5  
       

  -1 
        

-0.5 

   
   

  T
RI

M

230V AC: T 4 A L 250 V
115V AC: T 8 A L 250 V

Minimum Load: 4Ω Minimum Load: 4Ω

Minimum Load: 8Ω

~ 115V AC / ~230V AC, 50 Hz / 60 Hz, P max. 855VA

+ –
–

– +

BRIDGE
MODE

BRIDGE
MODE

NOTE: In Bridge Mode
INPUT R is NOT used!

In Bridge Mode
use INPUT L
ONLY.

NOTE: In Bridge Mode
L and R INPUT TRIMS
have to be set at the 
same value!

+

BRIDGE MODE
ONOFF

Performer s800
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Schutzschaltungen
Der Performer s800 verfügt über Schutzschaltungen, die ihn gegen Gleichspannung am Ausgang und Überhitzung 
vor Beschädigungen schützen.

DC-Protection
Wird eine Gleichspannung (DC) an den Ausgängen festgestellt, schaltet der Performer s800 automatisch ab, da 
die Gleichspannung auf einen Defekt in der Endstufe hindeutet. Die PROTECT-LED (2) auf der Front zeigt an, dass 
die Schutzschaltung aktiviert und die Endstufe abgeschaltet wurde.

Die Performer-Endstufe schaltet automatisch nicht wieder ein, sondern muss manuell mit dem Netzschalter (5) 
ausgeschaltet werden. Warten Sie mindestens eine Minute, bevor Sie den Performer s800 wieder einschalten.

Sollte sich die Performer s800-Endstufe wiederholt aufgrund eines Gleichspannungsdefektes abschalten, wenden 
Sie sich an Ihren Händler.

Temperatur-Schutzschaltung
Bei über 70°C am Kühlkörper schaltet die Endstufe ab. Nachdem die Temperatur unter 55°C gefallen ist, schaltet 
die Endstufe automatisch wieder ein. Die TEMP-LED (2) auf der Front zeigt die Überhitzung an.

Protection circuits
The Performer s800 has protection circuits against DC (direct current) voltage at the output and against 
overheating.

DC Protection
If DC is detected at the outputs, the Performer s800 automatically switches off. DC voltage can be an indication 
for a defective power stage. The PROTECT LED (2) on the front indicates that the protection circuit is activated and 
the power stage has been switched off.

The Performer s800 does not automatically switch on again. It needs to be switched off manually with the mains 
switch (5). Wait at least one minute before switching the Performer s800 on again.

If the Performer s800 repetitively switches off due to a DC detection please contact your dealer.

Overheating protection circuit
At about 70° C at the heat sink, the Performer s800 will switch off. After the temperature has fallen below 55° C, 
the amplifier automatically switches on again. The TEMP LED (2) on the front indicates the overheating.



 

16

AMP CTL (Amplifier Control)
Wird die Performer s800-Endstufe zusammen mit einem SPL Phonitor x oder SPL Director als 
Vorverstärker eingesetzt, kann die Endstufe zusammen mit dem  Phonitor x bzw. dem Director 
zwischen Betrieb und Stand-By geschaltet werden. Hierzu müssen nur die AMP CTL-Buchsen (6) 
mit einem 3,5 mm Mono-Klinkenkabel verbunden werden.

Warnung: Verwenden Sie nur SPL Phonitor x oder SPL Director zur Umschaltung zwi-
schen Betrieb und Stand-By. 
Schließen Sie niemals andere Geräte an die AMP CTL-Buchse des Performer s800 an.

Voltage Selection:

Fuse:

1. Remove Fuse Holder
2. Exchange Fuses 
3. Flip Over   4. Reinstall

AVIS: RISQUE DE CHOC ÉLECTRIQUE • NE PAS OUVRIR

RISK OF ELECTRIC SHOCK
D O  N O T  O P E N

C AU T ION X L R W IRING
Pin 1 = GND

Pin 2 = Hot (+)
Pin 3 = Cold (–)

Serial
Number

Made in Germany

Mono
3,5mm

Jack

INPUT L

INPUT L

AMP CTL

AMP CTL

Connect to SPL 
Preampli�er/DAC
AMP CTL output

for remote
power on/o�.

INPUT R

INPUT R

    0         -5.5          -5       -4.5        -4         -3.5          -3         -2.5     
    -2

       
   -1

.5  
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-0.5 
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PUT

    0         -5.5          -5       -4.5        -4         -3.5          -3         -2.5     
    -2

       
   -1

.5  
       

  -1 
        

-0.5 

   
   

  T
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M

230V AC: T 4 A L 250 V
115V AC: T 8 A L 250 V

Minimum Load: 4Ω Minimum Load: 4Ω

Minimum Load: 8Ω

~ 115V AC / ~230V AC, 50 Hz / 60 Hz, P max. 855VA

+ –
–

– +

BRIDGE
MODE

BRIDGE
MODE

NOTE: In Bridge Mode
INPUT R is NOT used!

In Bridge Mode
use INPUT L
ONLY.

NOTE: In Bridge Mode
L and R INPUT TRIMS
have to be set at the 
same value!

+

BRIDGE MODE
ONOFF

Performer s800AMP CTL (Amplifier Control)
If you use the Performer s800 via AMP CTL with a SPL Phonitor x or SPL Director as a pre-
amp, the Performer s800 can be switched between standby and operation together with the 
 Phonitor x or the Director. Therefore you only have to connect the AMP CTL jacks (6) with a 
3,5 mm mono mini jack cable.

Warning: Use only SPL Phonitor x or SPL Director for amplifier control. 
Never connect other devices to the AMP CTL jack.

Voltage Selection:

Fuse:

1. Remove Fuse Holder
2. Exchange Fuses 
3. Flip Over   4. Reinstall

AVIS: RISQUE DE CHOC ÉLECTRIQUE • NE PAS OUVRIR

RISK OF ELECTRIC SHOCK
D O  N O T  O P E N

C AU T ION X L R W IRING
Pin 1 = GND

Pin 2 = Hot (+)
Pin 3 = Cold (–)

Serial
Number

Made in Germany

Mono
3,5mm

Jack

INPUT L

INPUT L

AMP CTL

AMP CTL

Connect to SPL 
Preampli�er/DAC
AMP CTL output

for remote
power on/o�.

INPUT R

INPUT R

    0         -5.5          -5       -4.5        -4         -3.5          -3         -2.5     
    -2

       
   -1
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M
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RU
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PUT
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PUT

    0         -5.5          -5       -4.5        -4         -3.5          -3         -2.5     
    -2

       
   -1

.5  
       

  -1 
        

-0.5 

   
   

  T
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M

230V AC: T 4 A L 250 V
115V AC: T 8 A L 250 V

Minimum Load: 4Ω Minimum Load: 4Ω

Minimum Load: 8Ω

~ 115V AC / ~230V AC, 50 Hz / 60 Hz, P max. 855VA

+ –
–

– +

BRIDGE
MODE

BRIDGE
MODE

NOTE: In Bridge Mode
INPUT R is NOT used!

In Bridge Mode
use INPUT L
ONLY.

NOTE: In Bridge Mode
L and R INPUT TRIMS
have to be set at the 
same value!

+

BRIDGE MODE
ONOFF

Performer s800
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Technische Daten
Line Ein- & Ausgänge

• Neutrik XLR, symmetrisch, Pin 2 = (+)
• Eingangsimpedanz: 10 kOhm
• Eingangs-Trimming: 0 dB bis -5,5 dB in 0,5 dB-Stufen 
• Eingangsempfindlichkeit: +6 dBu
• Ausgangsimpedanz (Slave Thru) definiert durch angeschlossenes Gerät
• Übersprechen: -110 dB (@1 kHz)

Lautsprecherausgänge
• 2 Paare vergoldete Anschlussklemmen mit ø4mm Kabeldurchführung (schraubbar) und Bananenklemme; 

gekapselt

Ausgangsleistung
• 2x 285 W RMS an 4 Ohm
• 2x 185 W RMS an 8 Ohm
• 1x 450 W RMS an mind. 8 Ohm im Bridge Mode

Specifications
Line Inputs & Line Outputs

• Neutrik XLR, balanced, Pin 2 = (+)
• Input impedance: 10 kohms
• Input trimming: 0 dB to -5.5 dB in 0.5 dB steps
• Input sensitivity: +6 dBu
• Output impedance (Slave Thru) is defined by the connected device
• Crosstalk: -110 dB (@1 kHz)

Speaker outputs
• 2 pairs binding posts with ø4 mm cable hole (screwable) and banana plug; fully encapsulated

Output power
• 2x 285 W RMS into 4 Ohm
• 2x 185 W RMS into 8 Ohm
• 1x 450 W RMS into at least 8 Ohm in bridge mode
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Ausgangsspannung
• 74 V Peak-to-Peak (stereo)
• 180 V Peak-to-Peak (bridge)
• 35 V RMS (stereo)
• 86 V RMS (bridge)

Ausgangsimpedanz
• < 0.031, 20 Hz bis 20 kHz (stereo)
• < 0,043, 20 Hz bis 20 kHz (bridge)

Dämpfungsfaktor
• > 300, 20 Hz bis 20 kHz, bezogen auf 8 Ohm (stereo)
• > 190, 20 Hz bis 20 kHz, bezogen auf 8 Ohm (bridge)

Frequenzgang
• 9 Hz bis 100 kHz +0, –0,03 dB
• < 9 Hz bis 200 kHz +0, –3 dB

Output voltage
• 74 V Peak-to-Peak (stereo)
• 180 V Peak-to-Peak (bridge)
• 35 V RMS (stereo)
• 86 V RMS (bridge)

Output impedance
• < 0.031, 20 Hz to 20 kHz (stereo)
• < 0,043, 20 Hz to 20 kHz (bridge)

Damping factor
• > 300, 20 Hz to 20 kHz, at 8 ohms (stereo)
• > 190, 20 Hz to 20 kHz, at 8 ohms (bridge)

Frequency response
• 9 Hz to 100 kHz +0, –0,03 dB
• < 9 Hz to 200 kHz +0, –3 dB
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Rauschabstand
• > 118 dB (breitband, unbewertet, bezogen auf Vollleistung)
• > 123 dB (A-bewertet)

Verstärkung
• 26 dB (stereo)
• 32 dB (bridge)

Harmonische Verzerrung
• < 0,03% bei 1 kHz, an 185 W, 8 Ohm 
• < 0,19% bei 20 kHz, an 185 W, 8 Ohm
• < 0,011% bei 1 kHz, an 450 W, 8 Ohm
• < 0,12% bei 20 kHz an 450 W, 8 Ohm

Signal-to-noise ratio
• > 118 dB (wide-band, unweighted, referred to full power output)
• > 123 dB (A-weighted)

Gain
• 26 dB (stereo)
• 32 dB (bridge)

Total harmonic distortion
• < 0,03% at 1 kHz, at 185 W, 8 ohms 
• < 0,19% at 20 kHz, at 185 W, 8 ohms
• < 0,011% at 1 kHz, at 450 W, 8 ohms
• < 0,12% at 20 kHz at 450 W, 8 ohms
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Interne Betriebsspannung
• +/- 60 V

Netzteil
• Stromspannung: 230 V AC / 50 Hz; 115 V AC / 60 Hz
• Sicherungen: 230 V: T 4 A; 115 V: T 8 A
• Stromverbrauch: max 900 VA
• Stromverbrauch im Leerlauf: 40 W
• Stand-By Stromaufnahme: 0,3 W

Maße (inkl. Füße)
• (BxHx) 278 x 100 x 330 mm

Gewicht
• 12,8 kg (nur Gerät)
• 14,0 kg (Versand)

Internal Voltage
• +/- 60 V

Power supply
• Mains voltage: 230 V AC / 50 Hz; 115 V AC / 60 Hz
• Fuses: 230 V: T 4 A; 115 V: T 8 A
• Power consumption: max 900 VA
• Idle power consumption: 40W
• Standby power consumption: 0.3 W

Dimensions (incl. feet)
• (WxHxD) 10.94 x 3.94 x 13 in (278 x 100 x 330 mm)

Weight
• 28.22 lbs (12.8 kg), unit only
• 30.87 lbs (14.0 kg), shipping
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Wichtige Hinweise
Version 1.2 – 06 /2022

Entwickler: Bastian Neu

Dieses Handbuch enthält eine Beschreibung des Produkts, jedoch keine Garantien für bestimmte Eigenschaften 
oder Einsatzerfolge. Maßgebend ist, soweit nicht anders vereinbart, der technische Stand zum Zeitpunkt der Aus-
lieferung des Produktes durch die SPL electronics GmbH. Konstruktion und Schaltungstechnik unterliegen ständi-
ger Weiterent wicklung und Verbesserung. Technische Änderungen bleiben vorbehalten.

© 2022 SPL electronics GmbH. Dieses Handbuch ist urheberrechtlich geschützt. Alle Rechte, technische Änderun-
gen und Druckfehler vorbehalten. Das Kopieren, Vervielfältigen, Übersetzen oder Umsetzen in irgendein elektro-
nisches Medium oder in maschinell lesbare Form im Ganzen oder in Teilen ist nur mit ausdrücklicher schriftlicher 
Genehmigung der SPL electronics GmbH gestattet. Alle genannten Markennamen sind Warenzeichen der jeweili-
gen Inhaber.

CE-Konformitätserklärung 
Die Konformität dieses Geräts zu den EU-Richtlinien wird durch das CE-Zeichen auf dem Gerät bestätigt.

Important Notes
Version 1.2 – 06 /2022

Developer: Bastian Neu

This manual includes a description of the product but no guarantee as for specific characteristics or successful 
results. Unless stated otherwise, everything herein corresponds to the technical status at the time of delivery of 
the product by SPL electronics GmbH. The design and circuitry are under continuous development and improve-
ment. Technical specifications are subject to change.

© 2022 SPL electronics GmbH. This document is the property of SPL and may not be copied or reproduced in any 
manner, in part or fully, without prior authorization by SPL. Sound Performance Lab (SPL) continuously strives to 
improve its products and reserves the right to modify the product described in this manual at any time without 
prior notice. SPL and the SPL Logo are registered trademarks of SPL electronics GmbH. All company names and 
product names in this manual are the trademarks or registered trademarks of their respective companies.

Declaration of CE Conformity 
The construction of this unit is in compliance with the standards and regulations of the European 
Community.
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